1876]                      ON AN INTEGRATING MACHINE                        455
surface,-directed necessarily towards the vertex of the cone. It will thus readily be seen that, whether the cylinder and the disk or cone be at rest or revolving on their axes, the two lines of rolling contact of the ball, one on the cylindric surface and the other on the disk or cone, when both considered as lines traced out in space fixed relatively to the framing of the whole instrument, will be two parallel straight lines, and that the line of motion of the ball's centre will be straight and parallel to them. For facilitating explanations, the motion of the centre of the ball along its path parallel to the axis of the cylinder may be called the ball's longitudinal motion.
Now for the integration of ydx: the distance of the point of contact of the ball with the disk or cone from the centre of the disk or vertex of the cone in the ball's longitudinal motion is to represent y, while the angular space turned by the disk or cone from any initial position represents os; and then the angular space turned by the cylinder will, when multiplied by a suitable constant numerical coefficient, express the integral in terms of any required unit for its evaluation.
The longitudinal motion may be imparted to the ball by having the framing of the whole instrument so placed that the lines of longitudinal motion of the two points of contact and of the ball's centre, which are three straight lines mutually parallel, shall be inclined to the horizontal sufficiently to make the ball tend decidedly to descend along the line of its longitudinal motion, and then regulating its motion by an abutting controller, which may have at its point of contact, Avhere it presses on the ball, a plane face perpendicular to the line of the ball's motion. Otherwise the longitudinal motion may, for some cases, preferably be imparted to the ball by having the direction of that motion horizontal, and having two controlling flat faces acting in close contact without tightness at opposite extremities of the ball's diameter, which at any moment is in the line of the ball's motion or is parallel to the axis of the cylinder.
It is worthy of notice that, in the case of the disk, ball, and cylinder integrator, no theoretical nor important practical fault in the action of the instrument would be involved in any deficiency of perfect exactitude in the practical accomplishment of the
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